





------ » efficient use of energy

...... > CO3 reduction

------ > energy savings of up to 51 per cent

------ > no wastage for standby operation

-3 light that always conforms to 100%
the standards perfOrm
- applicable for all selux and other 49% ance
linear fluorescent luminaires LT energy
Input

Lighting for buildings at a
considerably lower cost.
Integral electronic sensor to ensure constant luminaire surface

luminance for the entire lamp life irrespective of the age of the
lamp and the degree of soiling over time.

Designated luminance values are never exceeded.

The patented Constant Luminance Technology reduces the initial
luminous flux and compensates normal light loss until maintenance
is carried out.

Luminance remains unchanged even when individual defective
lamps in a series are replaced.

CLT enables a maintenance factor of 1 for lamp
and luminaire.

Example calculation for an office space of
approx. 30m2 with four office luminaires.

Replacing standard office lighting for office lighting with
selux CLT technology:

2 x 54W T16 per luminaire

Average energy consumption
with CLT: 91W
without CLT: 122W

Annual consumption
(operating time of 1500h)
with CLT: 4 x 137 kWh/a
without CLT: 4 x 183 kWh/a

(i =

= energy savings of 185 kWh / year
= CO2 reduction of 0.15 t / year per
office space!

selux|CLT s a registered patent.

Energy savings of 51 per
cent after retrofitting.

The self-sustaining
solution independent of
daylight and presence
detectors.

In retrofit installations, replacing
conventional technology with CLT
technology, and 26 mm fluorescent
lamps with 16 mm ones, can save
up to 51 per cent energy.
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selux offer a comprehensive range of high-quality interior and exterior luminaires. With our innovative products
we support architects and planners in the creative design of living and working spaces. Please contact us for more
information about our complete product range.

We would be glad to submit an offer to retrofit your existing lighting installation.
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